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   LD Wiper motors 215BD 
 This self parking Light Duty wiper is suitable for either bulkhead or through glass 
mounting. The 215BD is a pendulum or single spindle unit. It can easily be converted 
to a pantograph system with the external pantograph plate that comes with the 
pantograph wiper arm. The wiper motor unit is fully enclosed in a waterproof 
housing (in white or black). The housing is rated at IP66, so the 215BD is suitable 
for both open and covered boats. Sweep angle is adjustable in 10° steps from to 
40° to 110°. 

Voltage Bulkhead 
thickness

Sha�  
length

Torque Power Item no.
white

NEW no.

12 V 0-15 mm 25 mm 15 Nm 15 W 2151225IER 11427

12 V 15-40 
mm

50 mm 15 Nm 15 W 2151250IER 11433

12 V 40-65 
mm

75 mm 15 Nm 15 W 2151275IER 11435

24 V 0-15 mm 25 mm 15 Nm 15 W 2152425IER 11438

24 V 15-40 
mm

50 mm 15 Nm 15 W 2152450IER 11440

24 V 40-65 
mm

75 mm 15 Nm 15 W 2152475IER 11442

Voltage Bulkhead 
thickness

Sha�  
length

Torque Power Item no.
black

NEW no.

12 V 0-15 mm 25 mm 15 Nm 15 W 2151225IERB 11428

12 V 15-40 mm 50 mm 15 Nm 15 W 2151250IERB 11434

12 V 40-65 
mm

75 mm 15 Nm 15 W 2151275IERB 11436

24 V 0-15 mm 25 mm 15 Nm 15 W 2152425IERB 11439

24 V 15-40 mm 50 mm 15 Nm 15 W 2152450IERB 11441

24 V 40-65  
mm

75 mm 15 Nm 15 W 2152475IERB 11443

600 mm
600 mm
16 mm
6 mm

1
LD (215BD)

Max. arm length
Max. blade length
0 drive shaft
0 Idler spindle

Driven shafts
Arm type

LIGHT DUTY WIPER SYSTEMS


